
FLOCDOS - Dosing system for 
continuous flocculation

What is continuous flocculation?

Continuous flocculation is a process of binding impurities in the 
swimming pool water into larger particles which are big enough to 
be trapped in the filtration system.

It is strongly recommended by the Pool Water Treatment Advisory 
Group and importantly it is a highly effective method of dealing 
with chlorine resistant infections such as cryptosporidium (a 
highly infectious organism that causes chronic cases of severe 
diarrhoea).

Flocpac Super is the perfect product to be administered via the 
Flocdos+ pump.

The product is ready to use and the system is designed to take the 
chemical directly from its supply container. 

The product is dosed at a rate dependant on the pool flow rate i.e. 
if a pool has a filtration flow of 100m3/hr the dose rate is 0.1 to 
0.3ml/m3/hr. Therefore the dose rate should be 10-30ml/hr 
i.e.240-720ml/day or 1.7 – 5 litres per week.

KIT COMPRISES:

Carbuoy bund•	
Carbuoy pick up •	
lance complete with 
low level switch
Flocdos pump •	
complete with 
leakage detection
Injector lance•	
Tubing•	
Chemical label•	
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FLOCDOS - 
Installation

Installation Details
One system is required for each pool.•	
No system should be fitted to the pools with high rate sand •	
filtration.
Only for use with sand filters.•	
Injection of product should be pre-filter.•	
Injection point should be at least one metre from the filter inlet, •	
and as far away as possible from the filter inlet.
Ideally, injection point to be no more than 1.3m from floor but at •	
least located at a manageable height.
Auto controller sampling should be pre floc injection.•	
Injection runs should be sheathed and as short as possible.•	
Pressure switch should be fitted post filter and set to operate •	
when filter pumps go down for any reason.
Product FlocPac Super to be taken directly from carbuoy and •	
not diluted.

Flocdos Dosing System

Dosing Performance
Recommended dose 
rate of 0.3 ml/m3 of flow 
per hour (i.e. 100m3/
hr = 30ml/hr. Only 
recommended for pools 
with a flow rate of less 
than 35m3/h (i.e. medium 
flow rate filtration and not 
high rate).


